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PANIC EXIT
HARDWARE

PRODUCT CODES
¢ AB35-01 - Standard Single Panic Bolt

¢ AB35-02 - Standard Double Panic
Bolt - Rebated Doors

« AB35-03 - Standard Single Bar Panic
Latch

* AB35-04 - Push Pad Panic Latch

AB35-05 - Outside Access Device -
Knob Version

AB35-05 - Outside Access Device -
Lever Version

AB35-05 - Outside Mechanical Lever
Digital Lock

PRODUCT USE

» Superior Residential
* Office - Commercial
* Industrial

SPECIFICATION

e Fully certified to EN 1125 & EN 179
* Site reversible

» Option for single or double doors

* Panic bolts suit doors up to
2500mm high and 1300mm wide

e Pullman latches available -
Code AB35-110

« Strike Plates to suit Metal Doors -
Code AB35 -120

» Outside access devices suit doors
40-70mm thick

FINISH

« Silver sprayed as standard (SE)
* Bright stainless steel

* Satin stainless steel

AB35-04
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PUSH BUTTON
DIGITAL LOCKS

PRODUCT CODE
« AB30-100 - Mechanical
« AB30-200 - Electronic

PRODUCT USE
e Superior Residential
 Office - Commercial

SPECIFICATION
* Operates using a single pin code
* Suitable for doors 35-57mm thick

» Optional hold open facility provided by
snib internally (AB30-100 only)

* Suitable for light duty and internal
use only (AB30-100)

* Suitable for medium duty applications
(AB30-200)

» Key override as standard on AB30-200
e 2 year guarantee

FINISH
e Satin stainless steel

AB30-100
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HAT AND COAT Mmf
HOOKS i

-?Omm*
PRODUCT CODES

s AB73-01 - 73mm Coat Hook

e AB73-02 - 10Imm Double Coat Hook
¢ AB73-03 - 48mm Coat Hook

s AB73-04 - 150mm Hat & Coat Hook
e AB73-05 - 175mm Hat & Coat Hook

AB73-06 - 177mm Double Hat & Coat
Hook

« AB73-07 - Coat/Robe Hook

AB73-01

PRODUCT USE

e Superior Residential
» Office - Commercial
* Industrial

FINISH
 Bright stainless steel

e Satin stainless steel
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32mm DIA.

AB73-03
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BATHROOM N

ACC ESSO Rl ES AB75-01 AB75-02
PRODUCT CODES b

¢ AB75-01 - Robe Hook

* AB75-02 - Toilet Roll Holder

¢ AB75-03 - Tumbler Holder AB75-09

e« AB75-04 - Soap Dish

* AB75-05 - Towel Rail (450mm)

* AB75-06 - Towel Rail (650mm) :

- AB75-07 - Glass Shelf (650mm) AB75-03

« AB75-08 - Toilet Brush and Holder
« AB75-09 - Towel Ring (270 x 280mm)
* AB75-10 - Grab Rail (450mm)

PRODUCT USE AB75-04
» Superior Residential
» Office - Commercial
¢ Industrial

AB75-08

FINISH
 Satin stainless steel
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Oxygen from the atmosphere combines with chromium in
stainless steel to form a passive chromium oxide film that protects
from further corrosion. Any contamination of the surface by dirt
or other material hinders this passivation process and traps
corrosive agents, reducing corrosion protection. Thus some form
of routine cleaning is hecessary to preserve the appearance and
integrity of the surface.

They actually thrive with frequent cleaning and, unlike some other
materials, it is impossible to ‘wear out’ stainless steel by excessive
cleaning. Stainless steel performs best when clean - cleanliness is
essential for maximum resistance to corrosion.

Stainless steel products should be wiped over with a clean cloth
and warm water with a mild detergent on a frequent basis. For
more stubborn dirt or stains use mild, non-scratching abrasing
powders such as typical household cleaners. These can be used
with warm water, bristle brushes, sponges or clean cloths. For
more aggressive cleaning a small amount of vinegar can be added
to the powder. Carbon steel brushes should be avoided as they
may leave particles embedded in the surface, which can lead to
rusting. Cleaning should always be immediately followed by
rinsing in clean hot water and the surface then wiped completely
with a dry towel.

The maximum recommendation for routine cleaning is once a
month and more often in areas subject to frequent use.

Cylinders should NOT be lubricated with oil or WD40.
A full maintenance advice brochure is available upon request
or at www.acornironmongery.com
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